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What can I do to get rid of strong stains on the Topcoat? 
 
For the cleaning of strongly contaminated surfaces we recommend following steps for cleaning and 
sealing: 
 

1. Surface washing: 
Clean with clear fresh water and a soft brush using ALEXSEAL Premium Wash Down 
Concentrate (A5005). A water softener or reverse osmosis water supply may be needed to 
overcome hard water spots.             

 

2. Strong cleaning: 
Polish with 3M´s product Perfect-It III Extra Fine PLUS polising paste (product no. E80349) using 
3M´s Perfect-It III polishing foam (product no. 50536; 50878; 50875)  
Afterwards clean with 3M Perfect-It III high performance polishing cloth yellow (product no. 
50400) 
 

       
 
 

3. Sealing of the surface: 
For sealing the surface after cleaning use ALEXSEAL Premium Polymer Sealer (A5010). Apply 
with 3M Perfect-It III high performance polishing cloth yellow (product no 50400). Repeat sealing 
step two (or more) times.  
For best sealing results use a mechanical device for application of the sealer. 
    

We recommend repeating step 1 “surface washing” + step 3 “sealing” every 8 to 12 weeks to protect the 
paint surface.  
 
Step 2 “strong cleaning” should not be done more than 2 times per year. 
 
 

 

 

 


